






Deluxe Wall Controller (optional)
LG’s Deluxe Backlit Wall Controller is designed to suit even the most stylish interior. The touchscreen panel allows you to control

the room's temperature with simplicity and style. It even has a backlit display so you can see it in the dark.
In homes with large floor areas, you can also have dual controls and can control up to 4 zone settings.
 • Touch screen / LCD backlit  • Room Temperature Display • Weekly program  • Timer function  • Child lock  
• 24-Hour ON/ OFF Timer in 1 hour intervals  • TEST RUN Mode • Self-Diagnosis function  • 3-Step Fan Speed selection  
• Operation Indication  • Only 17mm thick  • 2 Controllers can be connected to 1 indoor unit   
• Group and central control at the same time

Enables you to easily see the control settings. The larger 
display allows you to program settings by simply touching 
the control.

Enables you to easily see the 
control settings. 

LCD backlit display

Touch Screen Panel
Todays homes demand elegance, state of the art technology and 
functionality. LG’s new touch screen wall control delivers these features in 
a stylish and easy to use control unit.

Modern Design

The new control allows you to control up to four different 
areas of your home. One touch of each zone will set the 
indicator on/off. 

Zone Control

Standard (WIDE)  Wall Control (optional)
The operator can set the timing function of the air conditioner for a period of one week.
 • Operating mode (On_Off/Fan speed/Mode/Temp.)   • On / Off LED   • Room temp.   • Fan / Plasma / Swirl / Heater
• Vane control / Auto swing / Fan auto    • E.S.P function   • Reservation (Weekly / Simple)   • Timer function   
• Child lock   • Electric failure compensation (Max 3 hours)   • Wireless remocon receiver   
• Main / Sub setting of indoor units (For override function)   • 2 Controllers to 1 indoor units   
• Group and central control at the same time   • Ventilation mode setting   • Rapid ventilation   • Power saving ventilation  
• Backlight Unit

RF (Radio Frequency) Remote Control (optional) 
The RF Remote control  provides complete freedom to operate the Ducted System from various locations. By using radio frequency, 

LG has eliminated the need for wires and has enabled communication of up to 20 metres away from the indoor unit, even through walls 
and floors. The controller allows you to conveniently turn the unit on/off and adjust the temperature and fan speed. It can easily be 
added to the system during installation and works in conjunction with wall and infra-red controllers.	

PQRFA0

PQRCVSL0QW 
PDRCUDB0 
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User Friendly Controller

Includes a variety of functions that allow you to control up 
to four zones. Program the controller to your desired 
comfort level with a touch of your finger. The new child lock 
setting prevents the settings from being tampered with.
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LCD backlit display

*PQRCUSA0 will be replaced by PQRCVSL0QW from the production on 1 October 2010.
  PQRCUSA0 can be still used until the stocks last.



Cooling operation range  -5OC~46OC
Heating operation range  -10OC~24OC

Integrated external safety tray

1 2 16

Controller
#1

AC Smart
#2

1 2 16

Controller
#8

Connecting cable(1EA) 
will be supplied in an indoor unit 
as a basic option

PZCWRCG3
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GoldFin™‚ is an anti corrosive treatment on the surface of the heat exchanger in the outdoor unit. 
The treatment is designed to protect air conditioners from pollution and corrosive conditions and assists in the durability and 
longevity of the unit. This technology is the ideal solution for harsh Australian outdoor conditions.

Salt Spray Test for 15 Days

LG Gold Fin™
 protected Aluminum

LG Gold Fin™
Corrosion Resistance

After 15 Days After 15 Days

Uncoated 
Aluminum

Conventional
Starting to corrode

[Test Standard : ASTM B-117, KS D9502]

Durable Coating (GoldFin™)

The operator can set the timer and program the air conditioner for a period of one week.

Weekly Program

Allows you to control the unit from different locations in 
the home. You can install up to two controllers which 
communicate with each other to replicate your chosen 
settings.

Dual Wall Control (optional)

conventional LG Fan and Housing

A lightweight polymer blower and housing makes air conditioning operation quieter 
and backup servicing more convenient. The new fan housing can be easily dismantled 
for convenient servicing and maintenance. 
* Not available in B62UWYN881, B72UWYN881

Quiet Operation & Easy Servicing

Dual thermistor control provides the option to control temperature by referring to either of the dual temperature sensors. With the help of 
the slide switch at the back of the LCD wired remote controller, selection of the desired thermistor for controlling the unit can be achieved. 
One thermistor is in the Indoor unit & the other one is in the LCD wired remote.

Dual Thermistor Control

This enables you to link several products together that can then be controlled by one control device.  A connecting line is linked to each of 
the indoor units to enable communication.  This control device can be used to control up to 16 indoor units.

Group Control

LG units come with advanced control options, such as the central 
controller, which is designed for commercial applications, where 
multiple units have been installed. This allows you control between 
16-1024 air conditioning units, via 8 seperate controllers. 

Central Controller (optional)

Our LG Air Conditioners (Cassette 
and Concealed duct models) can be 
installed over a long distance(Max 
50m) and a High Elevation(30m), 
between indoor and outdoor units.

Auxiliary Drain Pump automatically drains 
water. A standard drain-head height of up to 
800mm is possible, which helps create the 
ideal solution for water drainage.

Long Distance, 
High Elevation Piping Drain Pump (Option) 

This function prevents little hands from tampering with the control buttons on the unit.  All the buttons on the indoor display 
panel will be blocked.

Child Lock Function

With enhanced technology, LG developed inverter products that can operate across a wide 
temperature range. The air conditioners have an operational range of up to 46OC for cooling 
and down to -10OC for heating, so you can be comfortable whatever the temperature 
outside.*

* operational capacity varies depending on ambient temperature.  Contact LG for more information. 

Wide Operation Temperature (Inverter models only) *

To prevent any potential damage caused by moisture, LG air conditioners have a built in auxiliary 
safety tray.  * Not available in B62UWYN882, B72UWYN882

Evaporator safety tray

* 700mm: 18/21kW, 800mm: 8.0~15.5kW 
  Refer to each model PDB for the height. 

Pipe fixture

Flexible
Drain Hose

Drain pump

Wall 

Drain pipe

700mm or
800mm

Ducted Split System
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Ducted Split System

Inverter

Inverter

Inverter
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Reverse Cycle

Feature
• Durable Coating   • Weekly Program   • Child Lock Function   • Two Thermistor Control  
• Evaporate safety tray  • Auto Restart   • Long Distance(50m)/High Elevation(30m)  

Option
• LCD Deluxe Wall Controller_PDRCUDB0   • Standard Wall Controller PQRCVSL0QW
• RF Controller PQRFA0   • Zone Control   • Dual Wall Control   • Group Control 
• Central Controller   • Drain Pump

Sound Pressure(dB(A)ｱ3)
Indoor(H/M/L) | Outdoor(H)

Capacity(kW)
Cooling / Heating

EER/COP(W/W)
Cooling / Heating

B30AWYN762	 Min	 :	3.20/3.7	
	 Rating	:	8.0/9.2	 3.09/3.29	 44/43/42  |  51	 1,320x400x534
	 Max	 :	9.6/11.0

B36AWYN762	 Min	 :	4.10/4.40	
	 Rating	:	9.9/11.0	 3.09/3.44	 45/44/43  |  52	 1,320x400x534
	 Max	 :	11.0/12.1

Dimension(mm)Model

Feature
• Durable Coating   • Weekly Program   • Child Lock Function   • Two Thermistor Control  
• Evaporate safety tray  • Auto Restart   • Long Distance(50m)/High Elevation(30m)  

Option:
 • LCD Deluxe Wall Controller_PDRCUDB0   • Standard Wall Controller PQRCVSL0QW
• RF Controller PQRFA0   • Zone Control   • Dual Wall Control   • Group Control 
• Central Controller   • Drain Pump

Reverse Cycle

Sound Pressure(dB(A)ｱ3)
Indoor(H/M/L) | Outdoor(H)

Capacity(kW)
Cooling / Heating

EER/COP(W/W)
Cooling / Heating

B42AWYN762	 Min	 :	4.9/5.6	
	 Rating	:	12.3/14.1	 3.37/3.66	 48/46/45  |  54	 1,320x400x534
	 Max	 :	14.8/16.9

B55AWYN762	 Min	 :	6.4/7.0	
	 Rating	:	15.5/17.1	 2.89/3.0	 49/48/46  |  54	 1,320x400x534
	 Max	 :	17.1/18.0

B48AWYN762	 Min	 :	5.64/6.32	
	 Rating	:	14.1/15.8	 3.17/3.28	 49/48/46  |  54	 1,320x400x534
	 Max	 :	16.2/17.4

Dimension(mm)Model

Reverse Cycle

Feature
• Durable Coating   • Weekly Program   • Child Lock Function   • Two Thermistor Control  
• Auto Restart   • Long Distance(50m)/High Elevation(30m)   • Ez Tuning

Option:
• LCD Deluxe Wall Controller_PDRCUDB0   • Standard Wall Controller PQRCVSL0QW
• RF Controller PQRFA0   • Zone Control   • Dual Wall Control   • Group Control 
• Central Controller   • Drain Pump

Sound Pressure(dB(A)ｱ3)
Indoor(H/M/L) | Outdoor(H)

Capacity(kW)
Cooling / Heating

EER/COP(W/W)
Cooling / Heating

B62UWYN881	 Min	 :	10.80/12.00	
	 Rating	:	18.00/21.00	 2.95/2.92	 50/49/47  |  57	 1562x460x688
	 Max	 :	20.00/22.40

Dimension(mm)Model

Inverter Reverse Cycle

Feature
• Durable Coating   • Weekly Program   • Child Lock Function   • Two Thermistor Control  
• Auto Restart   • Long Distance(50m)/High Elevation(30m)   • Ez Tuning

Option:
• LCD Deluxe Wall Controller_PDRCUDB0   • Standard Wall Controller PQRCVSL0QW
• RF Controller PQRFA0   • Zone Control   • Dual Wall Control   • Group Control 
• Central Controller   • Drain Pump

Sound Pressure(dB(A)ｱ3)
Indoor(H/M/L) | Outdoor(H)

Capacity(kW)
Cooling / Heating

EER/COP(W/W)
Cooling / Heating

B72UWYN881	 Min	 :	12.60/14.10	
	 Rating	:	21.00/23.50	 3.20/3.13	 52/50/49  |  59	 1562x460x688
	 Max	 :	23.50/26.30

Dimension(mm)Model
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Specifications

 		

	 Cooling (Min/Rated/Max)		  (kW)

	 Heating (Min/Rated/Max)		  (kW)

	 Voltage.Frequency/Phase		  (V.Hz /ø)

	 Power Consumption 	 Cooling		  (kW)

	 (Rated)	 Heating		  (kW)	

	 Running Current.	 Cooling		  (A)

	 (Rated)	 Heating		  (A)	

	 EER	 Cooling		  (W/W)

	 COP	 Heating		  (W/W)

	 Static Pressure	 (External)		  (Pa)

	 Air Volume	 Indoor(H/M/L)	 (l /sec)

		  Outdoor		  (l /sec)

	 Moisture Removal			   (l /hr)

	 Noise Level	 Cooling	 Indoor(H/M/L)	 (1.5m)

	 (Sound Pressure)	 Outdoor	 (1.0m)

	                                     	 Heating	 Indoor(H/M/L)	 (1.5m)

		  Outdoor		  (1.0m)

	 Refrigerant	 Type		  (g)

	 Operating range	 Cooling 		  °C

	 (outdoor)	 Heating 		  °C

	 Net Dimensions 	 Indoor WxHxD	 (mm)

		  Outdoor WxHxD	 (mm)

	 Net Weight	 Indoor/Outdoor	 (Kg)

	 Service Valve	 Liquid		  (mm)

		  Gas		  (mm)

	 Drain Connection Pipe	 Out diameter	 (mm)

	 Supply air spigot		  width x height	 (mm)

	 Return air spigot 		  width x height	  (mm)

	 Pre-refrigerant charge			  (m)

	 Max. Elevation		  Outdoor~Indoor	 (m)

	 Max. InterunitPiping Length	 Outdoor~Indoor	 (m)

	 Feature

	 Durable Coating

	 Weekly Program

	 Child Lock Function

	 Two Thermistor Control  

	 Evaporate safety tray

	 Auto Restart

	 Long Distance(50m)/High Elevation(30m) 

	 ESP Control 

	 Dry Contact_PQDSA/PQDSB

	 PDI(Power Distribution Indication)_PQNUD1S00

	 PI485_PMNFP14A0

	 LCD Deluxe Wall Controller_PDRCUDB0 

	 Standard Wall Controller_PQRCVSL0QW

	 RF Controller_PQRFA0  

	 Zone Control

	 Dual Wall Control

	 Group Control 

	 Central Controller

	 Drain Pump

Notes:	 • Design and specifications are subject to change without prior notice for product improvement.
	 • Cooling Capacities are based on an indoor air temp 27OC DB 19OC WB and outdoor air temp. 35OC DB and 24OC WB in accordance with AS3823.1.2.
	 • Information contained in this brochure is a guide only and LG strongly recommends that you ask for advice from specialist installers and retailers, who can assist with measuring rooms and testing.
	 • Specialists can tell you the best size and type of air conditioner suited for your needs.
	 • Sound level are determined in an anachoic chamber at a distance of 1m.
	 • Actual installed noise levels will vary depending on the installed location.

Model	 	Indoor

	 Outdoor

B36AWYN762

B36AWYUE62

4.10~9.90~11.0

4.40~11.00~12.10

220~240 , 50/1

3.2

3.2

13.9

13.9

3.09

3.44

130

700 / 600 / 460

533 x 2

3

45 / 44 / 43

52

45 / 44 / 43

54

R410A (2,600)

-5~46

-10~24

1,320 x 400 x 534

870 x 1,060 x 320

53 / 75

9.52

15.88

25.4

840 x 287

1,172×317

15

30

50

•
•
•
•
•
•
•
•

Option

Option

Option

Option

Option

Option

Option

Option

Option

Option

Option

B42AWYN762

B42AWYU362

4.9~12.3~14.8

5.6~14.1~16.9

220~240 , 50/1

3.65

3.85

16

17

3.37

3.66

130

800/ 700 / 600

1,000 x 2

4

48 / 46 / 45

54

48 / 46 / 45

55

R410A (3,700)

-5~46

-10~24

1,320 x 400 x 534

950 x 1,380 x 330

55 / 105

9.52

15.88

25.4

840 x 287

1,172×317

15

30

50

•
•
•
•
•
•
•
•

Option

Option

Option

Option

Option

Option

Option

Option

Option

Option

Option

Ducted Split System

Outdoor Unit
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12.3kW9.9kW8.0kW

 		

	 Cooling (Min/Rated/Max)		  (kW)

	 Heating (Min/Rated/Max)		  (kW)

	 Voltage.Frequency/Phase		  (V.Hz /ø)

	 Power Consumption 	 Cooling		  (kW)

	 (Rated)	 Heating		  (kW)	

	 Running Current.	 Cooling		  (A)

	 (Rated)	 Heating		  (A)	

	 EER	 Cooling		  (W/W)

	 COP	 Heating		  (W/W)

	 Static Pressure	 (External)		  (Pa)

	 Air Volume	 Indoor(H/M/L)	 (l /sec)

		  Outdoor		  (l /sec)

	 Moisture Removal			   (l /hr)

	 Noise Level	 Cooling	 Indoor(H/M/L)	 (1.5m)

	 (Sound Pressure)	 Outdoor	 (1.0m)

	                                     	 Heating	 Indoor(H/M/L)	 (1.5m)

		  Outdoor		  (1.0m)

	 Refrigerant	 Type		  (g)

	 Operating range	 Cooling 		  °C

	 (outdoor)	 Heating 		  °C

	 Net Dimensions 	 Indoor WxHxD	 (mm)

		  Outdoor WxHxD	 (mm)

	 Net Weight	 Indoor/Outdoor	 (Kg)

	 Service Valve	 Liquid		  (mm)

		  Gas		  (mm)

	 Drain Connection Pipe	 Out diameter	 (mm)

	 Supply air spigot		  width x height	 (mm)

	 Return air spigot 		  width x height	  (mm)

	 Pre-refrigerant charge			  (m)

	 Max. Elevation		  Outdoor~Indoor	 (m)

	 Max. InterunitPiping Length	 Outdoor~Indoor	 (m)

	 Feature

	 Durable Coating

	 Weekly Program

	 Child Lock Function

	 Two Thermistor Control  

	 Evaporate safety tray

	 Auto Restart

	 Long Distance(50m)/High Elevation(30m)

	 ESP Control 

	 Dry Contact_PQDSA/PQDSB

	 PDI(Power Distribution Indication)_PQNUD1S00

	 PI485_PMNFP14A0

	 LCD Deluxe Wall Controller_PDRCUDB0 

	 Standard Wall Controller_PQRCVSL0QW

	 RF Controller_PQRFA0  

	 Zone Control

	 Dual Wall Control

	 Group Control 

	 Central Controller

	 Drain Pump

b48awyn762 

b48awyu362

Notes:	 • Design and specifications are subject to change without prior notice for product improvement.
	 • Cooling Capacities are based on an indoor air temp 27OC DB 19OC WB and outdoor air temp. 35OC DB and 24OC WB in accordance with AS3823.1.2.
	 • Information contained in this brochure is a guide only and LG strongly recommends that you ask for advice from specialist installers and retailers, who can assist with measuring rooms and testing.
	 • Specialists can tell you the best size and type of air conditioner suited for your needs.
	 • Sound level are determined in an anachoic chamber at a distance of 1m.
	 • Actual installed noise levels will vary depending on the installed location.
	 • B55AWYN762 , B55AWYU362 (For Queensland) : EER Test Average 2.943  
	   AS/NZS 3823.2 amendment 3 (2008)

Model	 	Indoor

	 Outdoor

5.64~14.1~16.2

6.32~15.8~17.4

220~240 , 50/1

4.45

4.8

19.5

20.5

3.17

3.28

130

1,000/833/667

1,000x2

4.1

49 / 48 / 46

54

49 / 48 / 46

56

R410A (3,700)

-5~46

-10~24

1,320 x 400 x 534

950 x 1,380 x 330

55 / 105

9.52

15.88

25.4

840 x 287

1,172×317

15

30

50

•
•
•
•
•
•
•
•

Option

Option

Option

Option

Option

Option

Option

Option

Option

Option

Option

B62UWYN881

B62UWYUY81

10.8~18.0~20.0

12.0~21.0~22.4

380~415 , 50/3

6.1

7.2

10.4

12.0

2.95

2.92

150

1,000/917/833

1,583

5.14

50 / 49 / 47

57

50 / 49 / 47

57

R410A (6,700)

-10~46

-10~24

1,562 x 460 x 688

806 x 1,555 x 730

90 / 150

9.52

19.05

25.4

1,120 x 290

1,396 x 391

15

30

50

•
•
•
•
-
•
•
•

Option

Option

Option

Option

Option

Option

Option

Option

Option

Option

Option

b55awyn762  

b55awyu362 

6.4~15.5~17.1

7.0~17.1~18.0

220~240 , 50/1

5.36

5.7

23

24.5

2.89

3.0

130

1,000/833/667

1,000x2

4.5

49 / 48 / 46

54

49 / 48 / 46

56

R410A (3,700)

-5~46

-10~24

1,320 x 400 x 534

950 x 1,380 x 330

55/ 105

9.52

15.88

25.4

840 x 287

1,172×317

15

30

50

•
•
•
•
•
•
•
•

Option

Option

Option

Option

Option

Option

Option

Option

Option

Option

Option

B72UWYN881

B72UWYUW81

12.6~21.0~23.5

14.1~23.5~26.3

380~415 , 50/3

6.56

7.5

11.0

12.3

3.20

3.13

180

1,167/1,083/1,000

3000

5.9

52 / 50 / 49

59

52 / 50 / 49

59

R410A (8,500)

-10~46

-10~24

1,562 x 460 x 688

1,280 x 1,555 x 730

90 / 250

9.52

22.2

25.4

1,120 x 290

1,396 x 391

15

30

50

•
•
•
•
-
•
•
•

Option

Option

Option

Option

Option

Option

Option

Option

Option

Option

Option

Ducted Split System

Outdoor Unit

18.0kW 21.0kW14.1~15.5kW

B30AWYN762

B30AWYUE62

3.20~8.00~9.6

3.7~9.2~11.0

220~240 , 50/1

2.59

2.8

11.3

12.2

3.09

3.29

130

530 / 430 / 330

967 x 1

1.8

44 / 43 / 42

51

44 / 43 / 42

52

R410A (2,100)

-5~46

-10~24

1,320 x 400 x 534

870 x 800 x 320

53 / 56

9.52

15.88

25.4

840 x 287

1,172×317

15

30

50

•
•
•
•
•
•
•
•

Option

Option

Option

Option

Option

Option

Option

Option

Option

Option

Option



Item Model name Image Function Application

• Schedule Control

• History Function

• Zone Control

• Lock Function

• Auto Changeover

• Temperature Limit Function

8kW~21kW

8kW~21kW

8.0kW~15.5kW / 18kW / 21kW

*�Refer to each model PDB for 

applicable models

8kW~21kW

• �ABDPG : 18.0/21.0kW

• �ABDP7 : 8.0kW ~ 15.5kW

*�Refer to each model PDB for 

applicable models

Control Options

PQCSW320A0EAC Smart

• 256 indoor units

• Control / Monitoring

• Schedule management

• Lock function

• History function

• Peak control

• PDI monitoring

PQCPA11A0E

(Without IO)

PQCPB11A0E

(With IO)

ACP

• 4,096 indoor units(16 ACP)

• Control / Monitoring

• Schedule management

• Lock function

• Temperature range restriction

• Temperature limit function

• Auto Changeover function

• History function

• Peak control

• PDI monitoring

• Interlocking function

• Printing function

PQCSS520A0EAC Manager

• Operating mode

• Touch screen / LCD back_light

• Room temp

• E.S.P function

• Fan / Plasma / Swirl / Heater

• Vane control / Auto swing 

• Reservation

• Timer function

• Child lock

• Operating mode 
   (On_Off/Fan speed/Mode/Temp.)

• On / Off LED

• Room temp.

• Fan / Plasma / Swirl / Heater

• Vane control / Auto swing / 
   Fan auto  

• E.S.P function

• Reservation (Weekly / Simple)

• Timer function

• Child lock

• Electric failure compensation
   (Max 3 hours)

PDRCUDB0Deluxe 
Wall Controller

PQRCVSL0QW
Standard 
Wall Controller

ABDPG

ABDP7

• �Controls different zones (up to 4 zones)

Electronic Accessory

PBDC40
Damper 
Controller

• �In some places where natural drainage is not possible The drain 

pump is very useful to pump out condensed water from indoor 

unit.

• �Drain pump  assembly(AC 220_240V, 50/60Hz)

Mechanical Accessory

ABDPG

ABDP7

Drain Pump 
Kit

• � It can help to detect the exact room temperature at the optimal 

position.

• � Extension cable (15m)

PQRSTA0
Remote 
Temperature 
Sensor

• �Extended cable for wall 

controller

• �extension cable assembly: 2EA

• �length: 10m

Wires

PZCWRC1Extension 
cable

• �Can be installed up to two 

controllers

• �Connecting cable(1EA) will be supplied in an indoor unit

   as a basic option
PZCWRCG3Extension 

cable

Accessory
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Item Model name Image Function Application

Item Model name Image Function Application

Item Model name Image Function Application

• Wireless remocon receiver

• Main / Sub setting of indoor 
   units (For override function)

• 2 Controllers to 1 indoor units

• Group and central control 
   at the same time

• Ventilation mode setting

• Rapid ventilation

• Power saving ventilation

• Backlight Unit

*PQRCUSA0 will be replaced by PQRCVSL0QW from the production on 1 October 2010.
  PQRCUSA0 can be still used until the stocks last.




